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Advenica announces the v2.4 release 
of SecuriCDS Data Diode 1000i 

Today, Advenica releases its latest version of SecuriCDS Data Diode 1000i.  

This new 2.4 version is packed with new functionality to extend our use 

cases and simplify the administration of our unique solution for 

unidirectional information exchange. 

Customers who choose SecuriCDS Data Diode 1000i with version 2.4 will find that it can 

handle larger file sizes and have better performance, which is important to support more 

types of applications. The data diode has been simplified to integrate with existing network 

monitoring systems, which provides cost savings associated with operation and maintenance. 

To improve security it now supports an external PKI. 

  "Since launching our SecuriCDS Data Diode last year, we are 

working continuously to develop more features into the 

solution. With more customers, the need for more types of 

applications have increased, and hence the need for easy 

integration. I'm very pleased with the solution as whole, 

where we still have the best combination of innovative 

hardware design and solid software.” 

 

  Lisa Quinn, Commercial Product Manger Cross Domain Solutions, Advenica  

SecuriCDS Data Diode 1000i Feature List 

Proxy Applications include 

Media streaming over UDP such as full motion video of real-time information 

File export such as FTP and CIFS/SMB 

Systems monitoring transfers such as syslog and SNMP 

Remote configuration options thanks to a TLS management interface 

Our Proxies in Action 

Advenica offers a standard list of proxies that include: 

WSUS (Windows updates) 

McAfee Antivirus signature updates 
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SMTP email 

SFTP Secure file transfer 

Syslog 

SecuriCDS Data Diode DD1000I  

1 Gbit Data Diode with integrated proxy server PCs  

Total rack space required is 1U (= 44 mm) for the entire solution  

Technical Specifications  

Complies with IEEE 802.3u 1000Base-T standard  

LED indicators for link and activity on both network interfaces  

Works on unidirectional protocols such as User Datagram Protocol (UDP)  

Auto MDI/MDIX  

Tamper evident casing  

Internal power supply  

Size: 437 x 504 x 44 mm  

19” rack mount kits included (1U)  

 

For further information, please contact:  

Einar Lindquist, CEO Advenica AB, +46 (0)704 29 98 39, einar.lindquist@advenica.com 

 

About Advenica 

Advenica is a leading European provider of cybersecurity. Advenica develops, manufactures 

and sells advanced cyber security solutions that prevent intrusions, theft and data leakage at 

information exchanges and therefore enables interaction between and within nations, 

organisations and systems with high security requirements. www.advenica.com 

Advenica AB is a publicly traded company listed on Nasdaq OMQ First North Premier with 

the name ADVE. Certified Adviser is Erik Penser Bankaktiebolag. www.penser.se 


